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1. Introduction

This classification report defines the classification assigned to product: Thermal insulation
products for building equipment and industrial installations — Factory made polyethylene
foam (PEF) products — tube THERMASMART PRO,

produced by: Thermaflex Izolacji Sp. z 0.0., ul. Przemystowa 6, 58-130 Zaréw,

in accordance with the procedure given in PN-EN 13501-1+A1:2010

(IDT EN 13501-1:2007+A1:2009).

CLASSIFICATION OF REACTION TO FIRE
IN ACCORDANCE WITH PN-EN 13501-1+A1:2010 (IDT EN 13501-1:2007+A1:2009)

Sponsor: Thermaflex Izolacji Sp. z o.0.
ul. Przemystowa 6
58-130 Zaréw

Prepared by: Instytut Mechanizacji Budownictwa i Gérictwa Skalnego
Oddzial Zamiejscowy w Katowicach

Al. W. Korfantego 193 A,
40-157 KATOWICE
Laboratorium Materiatéw Budowlanych

Product name: Thermal insulation products for building equipment and industriai
installations — Factory made polyethylene foam (PEF) products —
tube THERMASMART PRO

Classification report No.: 25/14
Issue number: 01

Date of issue: 26.06.2014

This classification report consists of four pages and may only be used or reproduced in its entirely.
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2. Details of the classified product

2.1 General
Product: tube THERMASMART PRO is defined as tubes made of polyethylene foam (PEF),
according to PN-EN 14313+A1:2013.

2.2 Product description

Product: Thermal insulation products for building equipment and industrial installations —
Factory made polyethylene foam (PEF) products — tube THERMASMART PRO is described in
the reports provided in support of the classification listed in point 3.1,

3. Reports & results in support of this classification

3.1 Reports
Test method and date
Name of laboratory Name of sponsor Report ref. no. | Filed of application rules
and date
PN-EN 13823:2010
IMBIGS .| SOMM-LOISBL | g 46 2014 + 25.06.2014)
Oddziat Zamigjscowy "Iherrgaﬂex Izolacji
w Katowicach D. Z 0.0. )
Laboratorium Materiatéw 66/14M-1/0, | LRI 11925-2:2010
Budowlanych (23.06.2014 +25.06.2014)
] ] PN-EN 15715:2009
(26.06.2014)
3.2. Results
Results
Test method and test Parameter No. tests Continuous Compliance
number parameter — with
mean (m’) parameters
1 2 3 4 5
The first test method | FIGRAg 59,7 e
PN-EN 13823:2010
FIGRAqamy 59,7 ¢)
3
LFS< krawedz O] Compliant
THRe00s (MJ) 5,5 -
SMOGRA (m?%/s?) 55 ¢
TSPgo0s (m?) . 56,9 ¢)
Flaming
droplets/particles 3 Q) Compliant
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1 2 3 4 3

The second test method:
PN-EN ISO 11925-2:2010

Surface flame attack.
Tube orientation: vertical.

30 s exposure Fs < 150 mm 0] Compliant
Flaming droplets/particles. Ignition of the filter paper “ Compliant

The second test method:
PN-EN ISO 11925-2:2010

Edge flame attack.
Tube orientation: vertical.

30 s exposure Fs < 150 mm ¢-) Compliant
Flaming droplets/particles. Ignition of the filter paper ) Compliant

(-): not applicable

4. Classification and field of application

4.1

42

Reference of classification

This classification has been carried out in accordance with PN-EN 13501-1+A1:2010
(IDT EN 13501-1:2007+A1:2009).

Classification

Product: Thermal insulation products for building equipment and industrial installations —
Factory made polyethylene foam (PEF) products — tube THERMASMART PRO in relation
to its reaction to fire behaviour is classified:

B.

The additional classification in relation to smoke production is:

sl

The additional classification in relation to flaming droplets / particles is:
do

The format of the reaction to fire classification for linear pipe thermal insulation products is:

Fire behaviour Smoke production Flaming droplets
B[, = 8 1 y d 0
i.e. B;-s1, d0

Reaction to fire classification: B.-s1, d0
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4.3 Field of application:
This classification is valid for the following product parameters:

Thickness nominal, not larger than 25 mm,

Inner diameter any,

Density 21,8 kg/m® + 15 %,

Type of product tube made of polyethylene foam (PEF),
Composition of the product changes are not permitted.

This classification is valid for the following end use applications:
- this classification is valid for the product as placed on the market.

5. Limitations:
This classification document does not represent type approval or certification of the product.

This classification report is valid to 26.06.2016 under the following condition: product and its
field of application are not changed.

SIGNED APPROVED AUTHORIZED BY

Adam Bielak mgr inz. Mariusz Spyra gmitﬁuﬁﬁmxwﬁnm
&;% mgr im?.i Gmi'ycﬁ“ Swolek

signature of person siguéture of person

undertaking classification authorising this report

The end of Report No. 25/14

Polish Standards PN-EN 13501-1+A1:2010, PN-EN 14313+A1:2013-07, PN-EN 13823:2010 and

PN-EN ISO 11925-2:2010 are translation, without any changes, of English version of European Standards
respectively EN 13501-1:2007+A1:2009, EN 14313:2009+A1:2013, EN 13823:2010 and

EN ISO 11925-2:2010+EN ISO 11925-2:2010/AC:201 1.
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